REQUIRED BOARDING ARRANGEMENTS FOR PILOT

In accordance with 1.M.O. requirements and I.M.P.A. recommendations

INTERNATIONAL MARITIME PILOTS’ ASSOCIATION

H.Q.S “Wellington”, Temple Stairs, Victoria Embankment, London WC2R 2PN Tel: +44 20 7240 3973 Fax: +44 20 7240 3518

RIGGING FOR FREEBOARDS
OF 9 METRES OR LESS

MAMN-ROPES
without knots
miin. diam.
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SPREADER
Min. 180cm long

Max. 8 steps between
spreaders

SHIPS WITH HIGH FREEBOARD

(MORE THAN 9M)

When no side door available

E’I:l

l PILOT LADDER ,
Must extend at L}
least 2 metres
above lower
platform
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i = ACCOMMODATION LADDER

MECHANICAL
PILOT HOIST

Should rest firmiy against ship’s side
Should lead aft

Maximsm 55 slops

Lower platform horizontal

Rigid handrails preforved
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A PILOT LADDER COMBINED

0.5m YYITH AN ACCOMMODATION E‘
LADDER is usually the safer %
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method of embarking or
disermbarking a pllot on ships with
a frechboard of more than ¥ metres

Recommended
¥ metre mark
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Two handhold stanchions rigidly

N 0. secured 0o ship's ![rl.lf:'[llr:i.'
.

‘Iﬁq-ry dpngumu:

" seifigniting lighe  Bubwark ladder secured to ship

NO!
Mo shackles
Mo knots
Mo splices

NO!

The steps must
be equally spaced

NO!
The steps must

be horizontal

NO!

The side ropes mast
be equally spaced

NO!
The loops are a
tripping hazard for the
pllot and can becoma
foul of the pilot launch

AT NIGHT
Pilot ladder and ship’s
deck lit by forward shining
overside light




